
B-RAD SELECT

#1 Specialist in Bolting solutions



NEW! Now with Brushless motor. Torque ranges up to 7,000 Nm!

The newly designed B-RAD Select offers unmatched power, versatility, and reliability while

incorporating a new torque display with buttons. The B-RAD Select allows the user to

easily select the target torque. Patented Product.

• Digital torque settings
• Automatic reaction arm release
• Available in single and automatic 2-speed gearbox
• Low battery warning to prevent torque output reduction
• Torque ranges up to 7,000 NM.
• Equipped with the latest lithium-ion technology.
• Suitable for pre-torque and service jobs where
electricity or compressed air are not available.

Delivered with:
• Reaction arm and retaining ring
• 2 Lithium-ion 18V/5.2Amp batteries and charger
• Weatherproof storage case

Accuracy of +/–5%, Repeatability of +/–2%
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PART
NUMBER TOOL MODEL DRIVE SIZE

(Inches)
TORQUE (Nm)

MIN.              MAX.
RPM

(t/min)
WEIGHT

(Kg)
NOISE

(dB)
DIMENSIONS (mm)

A                       B                       C                       D    
29594 B-RAD SELECT BL 275 ¾" or ½" 70 275 45 3,2 80 228 63 68 262
25249 B-RAD SELECT 475 ¾" 100 475 24 3,2 80 238 63 68 262
28264 B-RAD SELECT BL 700 ¾" 175 700 21 3,5 80 231 63 67 262
28266 B-RAD SELECT BL 1400 ¾" 300 1.400 10 3,5 80 231 63 67 262
28267 B-RAD SELECT BL 1400-2 ¾" 300 1.400 71 4,3 80 279 63 67 262
28268 B-RAD SELECT BL 2000 1" 400 2.000 6 4,0 80 244 69 69 262
28269 B-RAD SELECT BL 2000-2 1" 400 2.000 19 4,9 80 298 69 69 262
28270 B-RAD SELECT BL 4000 1" 815 4.000 3 6,0 80 285 81 81 266
28271 B-RAD SELECT BL 4000-2 1" 815 4.000 19 6,7 80 337 81 81 266
28272 B-RAD SELECT BL 7000 1,5" 1.400 7.000 2 8,8 80 295 95 95 272

B-RAD SELECT

8, Avenue Newton

1300 Wavre, Belgium

First Bolting s.p.r.l.

 

Belgique: 0800 112 12

France: 0800 90 18 51

Tél.+32(0)2.358.19.33 - Fax.+32(0)2.358.50.66

email: info@1bolting.com


